Technical Data Sheet

KUEIETR | PRODUCT INFORMATION

ToM

18th Nov. 2021

HXSt TBM | TBM Co., Ltd.
BAFE - £EEAED | R&D and manufacturing

254 | Product name

LIMEX Pellet INJ PP60-19M

KB | Contents of product

RE&HILST L | Calcium Carbonate : 55-65%
RUZFOEL > | Polypropylene : 35-45%
HINE | Additives 0-10%

REZAF | Storage

BESRAOESRVEZRUISEFATIRETD

Keep in dry and under cover place

fXZfE | REPRESENTATIVE VALUES

DIFE | o .
IHH | Item BHAYT | Unit B | Data
Test Method
MFR | MFR ISO 1133 g/10min 20
SyILE—E%58E | Charpy
ISO 179 kJ/m2 3.4
Impact Strength
B8 | Flexural Strength ISO 178 MPa 26
BRIF58M4R | Flexural Modulus
ISO 178 MPa 2500
of Elasticity
SI5RFE#AMEA | Tensile
ISO 527 MPa 14
Strength at Yield
I {RUEK | Elongation at
I1SO 527 % 2
Break
X553 | Ash content ISO 3451-1 % 60
EEEE | Specific gravity 1SO 1183 g/cm3 1.5
BFRKDEHCLD
7K%3 | Moisture content By Electronic % 0.05
moisture meter

* _LECIEARFRIETHD. RIHMETEHDER Ao

* Figures above are representative values and not guaranteed values.




